USB DRIVER

INSTALLATION GUIDE

For Windows 8

O
ICOM

Please read this installation guide before installing the USB driver.
¢ This installation guide describes how to install the USB driver included in the lcom product’s CD. If you download the USB
driver from the lcom Download Service, specify the folder to store the driver.
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1. OVERVIEW

System requirements

To install the driver, the following hardware and software are required:

PC

* Microsoft® Windows® 8 (32/64 bit)*,
Microsoft® Windows® 7 (32/64 bit),
Microsoft® Windows Vista® (32/64 bit) or
Microsoft® Windows® XP (32 bit) OS
*Except for Microsoft® Windows® RT.

* AUSB 1.1 or 2.0 port

NOTE:

* Icom is not responsible for problems using a PC
with an above OS installed.

* The USB driver cannot be used with the 64 bit
version of Microsoft® Windows® XP.

* In this installation guide, the above OSs are de-
scribed as “Windows 8,” “Windows 7,” “Windows
Vista” and “Windows XP.”

* The descriptions in this guide are based on Win-
dows 8.

AAANNNNNNNNNNN

Before installation:

* When installing the driver, log on as the adminis-
trator.

* Make sure no other applications are running.

Cable
* A USB cable

Eor

Mini-B Type B

OTE:

* Depending on the length of the USB cable, the
transceiver may not be recognized by the PC if you
use a 3rd party USB cable. Use as short a cable
as possible.

* Depending on the transceiver, the USB port shape
may differ. If you use a 3rd party USB cable, be
sure to check the port shape, before purchasing
the cable.

* This guide is based on using a Type B USB cable.
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Icom, Icom Inc. and the Icom logo are registered trademarks of Icom
Incorporated (Japan) in Japan, the United States, the United Kingdom,
Germany, France, Spain, Russia and/or other countries.

Microsoft, Windows and Windows Vista are registered trademarks of Microsoft
Corporation in the United States and/or other countries.

All other products or brands are registered trademarks or trademarks of their
respective holders.



2. PRECAUTIONS

Before connecting to the PC

After installation

The USB driver is not supported by the automatic

recognition system, so NEVER connect the USB cable

between the transceiver and the PC until AFTER the

USB driver has been installed.

See “Driver installation” on page 3 for details.

* Once the driver is installed, a PC software can be
used by just connecting the USB cable.

Important

* Depending on your PC performance (OS, environ-
ment, and so on), the USB audio may be interrupted,
or a control by the PC software may get delayed.

* If the CPU has a heavy load, the USB audio is easily
interrupted.

* The settings of the installed audio player may be
changed after connecting the transceiver to the PC.
e Icom is not responsible for improper operation when
connecting the transceiver and the PC through a

USB hub.

¢ Uninstalling the USB driver
You cannot uninstall the USB driver for each individ-
ual unit. After uninstalling the USB driver, none of the
transceivers that require this driver can be operated
with the PC.

* When another transceiver is connected
The COM port number is automatically added after
turning ON the transceiver’s power.

About compatible products

The products that require this driver are shown on the
Icom website (http://www.icom.co.jp/world/index.html).




3. DRIVER INSTALLATION

This description is based on Windows 8.

NOTE:

* NEVER connect the USB cable between the transceiver and the PC until AFTER the USB driver has been
installed.

* This USB driver is not supported by the automatic recognition system.

7, The displayed dialogue boxes, indications or oper- (®Connect the USB cable between the transceiver
éations may differ slightly from the following instruc- and the PC, as shown below.

é tions, depending on your system version and set- * Be sure to check the USB cable connector shape.

7, tings.

(D Make sure that the transceiver and PC are not con-
nected.

(2 Start Windows.
* Quit all other applications if any are running.

(3 Double-click the “CP210xVCPInstaller.exe” in the
“Driver” folder to open the USB driver installer.

Transceiver
(Rear panel)

Home Share View

@ ~* 1 L v Computer » DVD RW Drive (D:) lcom » Driver
49X Favourites Name = Date modi
Bl Desktep 4 Files Currently on the Disc (6)
& Downloads .
e — " Double-click
14 @ Documents 1‘_‘ >
i & s 59‘ slabvcp.cat
b [ Pictures 4 | slabvcp.inf
@ When the “User Account Control” dialogue box ap-
pears, click [Yes].
T e Type A
5| Do you want to allow the following program from an ]
‘unknown publisher to make changes to this computer?

Program name:  CP210xVCPInstaller.exe
Publisher: Unknown

File origin: CD/DVD drive Click

@ Show details Yes | Mo
T @The installation icons appear on the taskbar shown
below, then Windows starts installing the driver.

e The USB audio driver is also automatically installed.

(® Verify the installation location, then click [Install].

X

Silicon Laboratories
% Silicon Laboratories CP210x USB to UART Bridge
Installation Location: Drver Version 6.1 @0 After the driver installation has completed, the
|G Program FiesisiabsCUP2104. Cljck installation icons disappear.

Change Install Location. .. | Cancel

ZDepending on your system version and settings,
®Windows starts installing the driver. éyou may be prompted to restart the PC. In this

(@ After the installation has completed, click [OK]. case, follow the instructions on the screen.

~
@ Installation completed successfully
L !

Click




4. COM PORT CONFIRMATION

After the driver installation has been completed, confirm the port connection and port number.
This description is based on Windows 8.

( Click the folder icon on the taskbar. @ Double-click “Ports (COM&LPT)” on the “Device

Manager” screen.
€ B

(2 Right-click “Computer,” and then click “Properties.” A

3 lq‘ Audio inputs and outputs
4 | Away Mode Devices
[l Microsoft Away Mode System

Eile  Action View Help

e @ E Hm 8 F&E

Home Share Wiew & 1% Computer
. I g Disk drives
T @ » Libraries » 1 B, Display adapters
= I &k DVD/CD-ROM drives
457 Favourites |‘E‘ Document: [3 % Hurnan Interface Devices
B Desktop Collapse I Cg |DE ATA/ATAPI controllers
& § IEEE 1394 host controllers
& Downloads
= & Manage 1 Tg4 Imaging devices
=l Recent places %
Open in new window [ &= Keyboards
e Pin to Start 3 ﬂ Mice and other pointing devices
I 4 = Libraries - B Monitors
b [ Documents Map netwaork drive... 1 & Network adapters
b J‘ Music Disconnect network drive... 4 [ .Q'ther devices
& PCl Simple Communications Controller
bg Pictines Add a network location UL LI EET IS
14 Videos =3 5 .
Delete 7 perscome P | Double-click
. — Coeemeiootioe Aty
' Right-click renam:_Click Y51 ECP Printer Port (LPTT)
Il Properti [ Silicon Labs CP210x USB to UART Bridge (COM4)|

| ‘ﬂ!%l-Cumpu!el —_—— b @ Print queues
e g

I * When the driver is completely installed, “Silicon Labs
CP210x USB to UART Bridge (COM#)” is displayed.

@ Click [Device Manager]. The screen shows the USB serial COM port number

* “Device Manager” appears. wg
T 18 <« System and Security b System v ¢ Se .

* The COM port number is displayed instead of “*”.
If the transceiver has two COM ports, two COM
port numbers are displayed.

¢ Depending on the PC environment, the COM port
number may differ.

o If “I” or “x” is displayed on the “Device Manager”
screen, the driver may not be properly installed.
In such a case, first uninstall the USB driver, then
reinstall it.

Control Panel Home 5 B i
View basic information about your comput

& Device Manager Windows edition

L] . # Windows & Pro
g Click .,

@ 2012 Microsoft !_ \AII n

AN\



5. FOR YOUR REFERENCE

After the PC and transceiver are connected, you can remotely control the transceiver using the CI-V commands.
The transceiver has a conversion function between USB and Serial. So, if the transceiver is connected to a PC with
the USB cable, the CT-17 is not required for the Icom Communications Interface-V (CI-V) operation.

The [USB] port and [REMOTE] jack can simultaneously be used. So CI-V operation can be done from a PC,
even if an Icom CI-V product, such as a transceiver, a receiver or a linear amplifier (IC-PW1), is connected to the
[REMOTE] jack of your transceiver.

COM Port setting

To change the COM Port number setting, connect the transceiver to the PC and then turn ON the transceiver power
after the driver installation has been completed.
This description is based on Windows 8.

(D Click the folder icon on the taskbar.

(2 Right-click “Computer,” and then click “Properties.”

Home Share

View

1 & » Libraries »

43¢ Favourites =8| Documents
B Desktop Collapse
Download
;' ownloads @ Manage
%] Recent places :
Open in new window
- — Pin to Start
1[4 5 Libraries
& [ Documents Map network drive...
b g Music Disconnect network drive...
[ Pictures Add a network location
o B Videos
Delete Click
. . ic
Right-click Renoms

P

o
I 4 8 Computer N

(® Click [Device Manager].

* “Device Manager” appears.

1 1™ « System and Security » System vie

Click .

View basic information about your comput

I ) Device Manager
|| T Femote sewings

Windows 8 Pro

Windows edition

@ Right-click “Silicon Labs CP210x USB to UART
Bridge (COM*)” and then click “Properties.”

NN\

7, The COM port number is displayed instead of
7, “x”_If the transceiver has two COM ports, two
% COM port numbers are displayed.

File Action View Help

e | mE| Hml | BKS

48
» & Audio inputs and outputs
4 4] Away Mode Devices

[} Microsoft Away Mode System

1> | Computer

b = Disk drives

& &, Display adapters

b & DVD/CD-ROM drives

1 U Human Interface Devices
b Cg IDE ATA/ATAPI controllers
@ IEEE 1394 host controllers
b %5 Imaging devices

b &= Keyboards

Il Mice and other pointing devices

- B Monitors
1 W Network adapters
4 [[5 Other devices

| PCI Simple Communications Controller

1] PCMCIA adapters

TE o .
7 Right-click wm
s
[ icd B to UART Bridge (COM4)| J
[§ = Ce— T ——
| = Printers Disable

» [ Processors
b [l Software devices
b % Sound,video and ga

_ Click

b € Storsge controllers (T

changes

b 8 System devices ||

Properties | |

@ Universal Serial Bus Seemies

(® Click the [Port Settings] tab, then click [Advanced...].
fr———x\

iGeﬂe(l\\ | Port Settings | [lnver | Details I Events | Power Management |
|

CIICK Bits per second: 9600 vi

Data bits: | 8 vi

Barity: | None v|

Stop bits: |1 vl

How control: | None ¥

| Advanced ‘ | Bestore Defaults |

Click

(o |

(® Set the desired COM port number, then click [OK].

Click

| Cancel
| Defauts

Use FIFO buffers requires 16550 compatible UART)

Select lower settings to comect connection problems

Select higher settings for faster performance

Receive Buffer. Low (1) U Hghoy g

Transmi Buffer. Low (1) U wgnos ag

Set
COM Port Numbe| | COM4 v

@ Click [OK] to close the screen.
| General | Port Settings | Diiver | Details | Everts | Power Management |
Bispersecond: (9600 v

T

Bty Mene v

sopbs:[1 v

Powoortrl: None v

| Advanced ‘ | Restore Defaults |
Click
==




5. FOR YOUR REFERENCE

Uninstalling the driver

The displayed dialogue boxes or indications may differ slightly from the following instructions, depending on your
system version and settings.
This description is based on Windows 8.

(D Start Windows. @ Click the “Control Panel”
@ Point the mouse pointer around the right-bottom
corner of the screen. Settings
* The charms appear on the right of the screen.

® Click the “Uninstall a program.”
* The “Uninstall or Change a Program” menu appears.

1+ & » Control Panel v &

Charms appear

Adjust your computer's settings

Point the mouse pointer

iy  System and Security User Account:
around here. Wiy Review your computer's status Safety
= i‘ave backup copies of your files with File & Change accour
istory
Set up Family §
Find and fix problems @ et up Family
. . Appearance a
@ “ ” _ Network and Internet i Lok
CIICk the Settlngs Charm' ah View network status and tasks % Personalisatic
’ S==.  Choose homegroup and sharing options E:E”QE:‘E;&‘E’"Q
ange desktop
, | Hardware and Sound Adjust screen reso
View devices and printers _—
) add: ) ock, Langua
v / Click Q Add a language
Phiow Change input met
J G

= P g
‘k’." Iieall i phogiany ‘ Change date, time

m Ease of Acces:

(® Double-click “Silicon Laboratories CP210x USB to
UART Bridge (DriverRemoval).”

®© ~ 4 [ <« Programs » Programs and Features v ¢  SearchPrograms

Control Panel Home :
Uninstall or change a program

View installed updates To uninstall a program, select it from the list and then click Uninstall,
Tuesday #) Turn Windows features on or Repair.

off
December 18 Organise +

Double-click

Mame Publicher

[lIE] Silicon Laborateries CP210x USB to UART Bridge (Driv... Silicon Labrz
J

@ Follow the instructions on the screen to uninstall.

Audio considerations

[Installed audio player] (Windows standard software, and so on.)

For modulation input from the PC, the transceiver's USB port must be selected as the modulation input source
connector.

You can set the modulation input source connector in the Set mode, or using the CI-V system.

See the appropriate page in the transceiver’s instruction manual for details.

If you monitor the PC’s received audio from an external PC speaker, or use the audio from an external PC micro-
phone as the modulating input, read the instruction manual that comes with the software for details.

A-6872-2EX © 2012 Icom Inc.



	USB Driver Installation Guide for Windows 8 
	TABLE OF CONTENTS
	1.	OVERVIEW
	System requirements

	2.	PRECAUTIONS
	Before connecting to the PC
	Important
	After installation
	About compatible products

	3.	DRIVER INSTALLATION
	4.	COM PORT CONFIRMATION
	5.	FOR YOUR REFERENCE
	COM Port setting
	Uninstalling the driver
	Audio considerations





